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Stream & Plant Community Restoration
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FOLIA PANEL
.r"&
TAP CON
h 37t-6in 1/4 in-20 BUTTON-HEAD SCREWS —|

(STAINLESS STEEL) WITH HELICOIL THREADED
INSERTS (BY FOLIA)

BUTTON-HEAD ANTI-VANDAL —

DETAIL 1- FRONT ELEVATION STAINLESS STEEL SCREWS.
Sign Panel Position T YRR
ERTCAL WALL MOUNT STSTEM
SCALE 1/4"=1" Fﬂm
LT, == w3
=
DETAIL 4- MOUNTING 2 U
SCALE NTS (—3 =
()] =
=,
o=z
3ft-31/2i £ 5 2
- n = = =
' €—21/2in &So 9§
c
ROUND CORNERS 1/2in . WALL g2 8 5
2ft-1/4in E VS c
o— 1/8in ALUM. 525 &
S : CABINET. =53 ©
e _ ATTACH FOLIA =P 4
<¢—— BACKPANEL 1/2in FOLIA —» FACE TO CABINET. T o
) ] v o
Lo _N : ighbor RADIG - POWDERCOAT cosi 2
ALL DRAWINGS ARE FOR . 5.2 £
TO BE IRON RUST LUMINORE (R), | TEXT PANEL 1/2 in FOLIA — PMS 721 [l a g} <
DESIGN INTENT ONLY. OR APPROVED EQUAL, ' T TR
THE CONTRACTOR SHALL BE W/RUST PATINA ACHIEVED W/ | i w2 S
RESPONSIBLE FOR THE RUSTY RED FROM TRIPLE S | aNg 5
STRUCTURAL DESIGN OF THE CHEMICAL COMPANY. APPLY Anr <t &
MEMBERS, COMPONENTS, LIBERAL AMOUNT UNTIL THE
AND CONNECTIONS FORTHE DESIRED OXIDATION OCCURS FOLIATO CONNECT PANELS
2ft-4in — -
THE CONTRACTOR SHALL ENGAGE || GRAPIC PANELS BY FOLIA, INC. ' R ;:I‘
A STRUCTURAL ENGINEER JONATHAN VAN HORN iﬂ"‘“"'"""" i
LICENSED IN THE STATE OF 888.264.-6122 b _ ——
TENNESSEE TO CALCULATE THE .
DESIGN LOADS AND PROVIDE o Eopiﬁ\ﬁff%ﬁ‘ " INC. SPEAKER PATTERN e
SIGNED AND SEALED DETAIL WITH ALL DIGITAL FILES &DIAL 1/2 in FOLIA
DRAWINGS FORALL STRUCTURAL  Eog pRINTING, EMBEDMENT |
COMPONENTS. AND ROUTING.
SIGN CONTRACTORTO
ALL EXPOSED ATTACHMENT COORDINATE INSTALLATION.
HARDWARE TO BE VANDAL
RESISTANT. ALL SIGN HARDWARE ,
TO BE NON-CORROSIVE AND | BASE1in FOLIA
FINISHED TO MATCH UNLESS
OTHERWISE SPECIFIED. >| AUDIO UNIT.
Date:04-01-04
DETAIL 2- FRONT ELEVATION
Sign Panel AUDIO BUTTON
SCALE 1 1/2"=1" DETAIL 3- SECTION .
Sign Panel Radio

SCALE 1 1/2"=1"

C-8




6ft-0in

'17 4ft-0in
1

DETAIL 1- FRONT ELEVATION

Sign Panel
SCALE 3/4"=1"

4&— 1/4in ROUTED ALUM.
W/ LUMINORE FINISH

& FOAM BACKING.
AED TO PROVIDE PATTERN

1/4 in STAINLESS STEEL 'BANDS'
STUD MOUNT FLUSH TO BACKING.
AED TO PROVIDE ROUTING PATTERN

FOLIA PANEL
STUD MOUNT FLUSH
TO BACKING

3in SQ.ALUM.TUBE

BACK SHEET METAL W/
1/1/2in 15 LB.HIGH
DENSITY SIGN FOAM.
FINISH EDGE IN
LUMINORE.

CROSS BRACE SUPPORT.
WELD TO BACK PANEL.

GROUND MOUNT.
FINISHED GRADE

<«¢—— CONCRETE FOOTING
CONTRACTOR TO COORDINATE
W/STRUCTURAL ENGINEER
FOR FOOTING SIZE.

DETAIL 1- BACK ELEVATION
Sign Panel
SCALE 3/4"=1"

NOTES:

ALL DRAWINGS ARE FOR
DESIGN INTENT ONLY.

THE CONTRACTOR SHALL BE
RESPONSIBLE FORTHE
STRUCTURAL DESIGN OF THE
MEMBERS, COMPONENTS,
AND CONNECTIONS FORTHE
SIGNS.

THE CONTRACTOR SHALL ENGAGE
A STRUCTURAL ENGINEER
LICENSED IN THE STATE OF
TENNESSEE TO CALCULATE THE
DESIGN LOADS AND PROVIDE
SIGNED AND SEALED DETAIL
DRAWINGS FOR ALL STRUCTURAL
COMPONENTS.

ALL EXPOSED ATTACHMENT
HARDWARE TO BE VANDAL
RESISTANT. ALL SIGN HARDWARE
TO BE NON-CORROSIVE AND
FINISHED TO MATCH UNLESS
OTHERWISE SPECIFIED.

LUMINORE FINISH:

TO BE IRON RUST LUMINORE (R),
OR APPROVED EQUAL,

W/RUST PATINA ACHIEVED W/
RUSTY RED FROM TRIPLE S
CHEMICAL COMPANY. APPLY
LIBERAL AMOUNT UNTIL THE
DESIRED OXIDATION OCCURS.
FINISH WITH MATTE CLEAR COAT.

ALL GRAPHIC PANELS BY FOLIA, INC.
JONATHAN VAN HORN
888-264-6122

OR APPROVED EQUAL.

AED TO SUPPLY FOLIA, INC.

WITH ALL DIGITAL FILES

FOR PRINTING, EMBEDMENT

AND ROUTING.

SIGN CONTRACTORTO
COORDINATE INSTALLATION.

rthenvironmental.com

Y www.ashworthenvironmental.com

CAROL ASHWORTH, ASLA
nvironmental Graphic Design
tream & Plant Community Restoration

Landscape Architecture

carol@a:

RTH ENVIRONMENTAL DESIGN
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Discovery Center & Murfree Spring Wetland
502 S.E.Broad St. Murfreesboro, TN

Interpretive Signage Package

Date:04-01-04

Sand Spring
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10ft-0in

NOTES:

ALL DRAWINGS ARE FOR
DESIGN INTENT ONLY.

THE CONTRACTOR SHALL BE
RESPONSIBLE FOR THE
STRUCTURAL DESIGN OF THE
MEMBERS, COMPONENTS,
AND CONNECTIONS FOR THE
SIGNS.

THE CONTRACTOR SHALL ENGAGE
A STRUCTURAL ENGINEER
LICENSED IN THE STATE OF
TENNESSEE TO CALCULATE THE
DESIGN LOADS AND PROVIDE
SIGNED AND SEALED DETAIL
DRAWINGS FOR ALL STRUCTURAL
COMPONENTS.

ALL EXPOSED ATTACHMENT
HARDWARE TO BE VANDAL
RESISTANT. ALL SIGN HARDWARE
TO BE NON-CORROSIVE AND
FINISHED TO MATCH UNLESS
OTHERWISE SPECIFIED.

LUMINORE FINISH:

TO BE IRON RUST LUMINORE (R),
OR APPROVED EQUAL,

W/RUST PATINA ACHIEVED W/
RUSTY RED FROM TRIPLE S
CHEMICAL COMPANY. APPLY
LIBERAL AMOUNT UNTIL THE
DESIRED OXIDATION OCCURS.
FINISH WITH MATTE CLEAR COAT.

ALL GRAPHIC PANELS BY FOLIA, INC.

JONATHAN VAN HORN
888-264-6122

OR APPROVED EQUAL.

AED TO SUPPLY FOLIA, INC.
WITH ALL DIGITAL FILES

FOR PRINTING, EMBEDMENT
AND ROUTING.

SIGN CONTRACTORTO
COORDINATE INSTALLATION.

se
nibh euismod

‘ 3ft-9 in

DETAIL 1- FRONT ELEVATION
Sign Panel
SCALE 3/4"=1"

1/4 in ROUTED ALUM.

W/ LUMINORE FINISH

& FOAM BACKING.

AED TO PROVIDE PATTERN

BACK SHEET METAL W/
1/1/2in 15 LB.HIGH
DENSITY SIGN FOAM.
FINISH EDGE &
BACKIN LUMINORE.

FOLIA PANEL
‘ STUD MOUNT FLUSH
TO BACKING

‘ CROSS BRACE SUPPORT.
WELD TO BACK PANEL.

‘ PAINT TO MATCH
W/ LUMINORE.

3in SQ.ALUM.TUBE
‘ GROUND MOUNT..

FINISHED GRADE

<¢—— CONCRETE FOOTING.
CONTRACTOR TO COORDINATE
W/STRUCTURAL ENGINEER
TO SIZE FOOTING.

DETAIL 1- BACK ELEVATION
Sign Panel
SCALE 3/4"=1"

rthenvironmental.com

Y www.ashworthenvironmental.com

Environmental Graphic Design
Stream & Plant Community Restoration

Landscape Architecture

carol@a:

RTH ENVIRONMENTAL DESIGN
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Discovery Center at Murfree Spring
502 S.E.Broad St. Murfreesboro, TN

Interpretive Signage Package

Date:04-01-04

Plants
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8ft-0in

o sftin > 1
\

\

Shhh...... | cevoveae

Birds Nesting Nearby | | SIGN. SEE

| BIRD CALL BUTTON.
‘ TO BE PROVIDED BY FOLIA, INC.

|
f«¢—— SHEET METAL OUTLINE

| | SHEET C-12
| ROUTED 1/4" ALUM. |
| W/ LUMINORE FINISH
& FOAM BACKING.
[ FOLIA ROUTING PATTERN |
'SPIN WHEEL' SUPPLIED BY AED.
\ \
| ISPIN WHEEL CENTER POST —ppt
WELD TO PANEL.
FOLIA PANEL
| STUD MOUNT FLUSH | 1/8 in SPACER BETWEEN
| 70 BACKING | PANEL & WHEEL.
SECURE W/ ANTI-VANDAL
\ \ WASHER & NUT.

\
33/4inWX1ft-11/2inHX3inD
‘ METAL SHADOW BOX.
‘ WELD TO PANEL CONT.
COORDINATE W/ AED FOR
3/Ij OBJECT INSTALLATION

artifical bird eggs |
to be embedded in |
clear polyurathane

resin. |

DETAIL1 <¢—— CONCRETE FOOTING DETAIL 2
FRONT ELEVATION CONTRACTOR TO COORDINATE SECTION VIEW
SCALE 1"=T1" W/STRUCTURAL ENGINEER SCALE 1"=1'

FOR FOOTING SIZE.

ALLO\N FOR CALL

BUTTON MECHANISM

SIZE IBD.

|BACK SHEET METAL W/
1/1/2in 15 LB.HIGH
DENSITY SIGN FOAM.

| FINISH EDGE & BACK
IN LUMINORE FINISH.

"7 3ft-41/2in

CENTER SPIN WHEEL

DETAIL 3

_NOTES: -
ALL DRAWINGS ARE FOR

DESIGN INTENT ONLY. ‘

THE CONTRACTOR SH

LL BE

RESPONSIBLE FORTHE
STRUCTURAL DESIGN OF THE
MEMBERS, COMPONEN’TS,
AND CONNECTIONS FORTHE

SIGNS.

THE CONTRACTOR SHALL ENGAGE
A STRUCTURAL ENGINEER

LICENSED IN THE STATH OF
TENNESSEE TO CALCULATE THE
DESIGN LOADS AND PROVIDE

R1ft-1/2in

5ft-0in

CROSS BRACE SUPPORT. —
WELD TO BACK PANEL.
PAINT LUMINORE FINISH.

3in SQ.ALUM.TUBETYP. —
GROUND MOUNT.

NOTES:

BACKVIEW- MOUNTING | ;MINORE FINISH:

SCALE 1"=1"

TO BE IRON RUST LUMINORE (R),
OR APPROVED EQUAL,

W/RUST PATINA ACHIEVED W/
RUSTY RED FROMTRIPLE S
CHEMICAL COMPANY. APPLY
LIBERAL AMOUNT UNTIL THE
DESIRED OXIDATION OCCURS.
FINISH WITH MATTE CLEAR COAT.

ALL GRAPHIC PANELS BY
FOLIA, INC.

JONATHAN VAN HORN
888-264-6122

OR APPROVED EQUAL.

AED TO SUPPLY FOLIA, INC.
WITH ALL DIGITAL FILES
FOR PRINTING, EMBEDMENT
AND ROUTING.

SIGN CONTRACTORTO
COORDINATE INSTALLATION.

33/4in

\

1ft-

in

NOTES:

SIGNED AND SEALED DETAIL
DRAWINGS FOR ALL STRUCTURAL
COMPONENTS.

2ft-2in Abl

| SHADOW

| BOX

ALL EXPOSED ATTACHMENT
HARDWARE TO BE VANDAL

RESISTANT. ALL SIGN HARDWARE

TO BE NON-CORROSIVE AND
FINISHED TO MATCH UNLESS
OTHERWISE SPECIFIED.

615-385-0112-0FF/FAX
615-477-9469-CELL
storation

worthenvironmental.com
thenvironmental.com

CAROL ASHWORTH, ASLA
RTH ENVIRONMENTAL DESIGN
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Discovery Center & Murfree Spring Wetland
502 S.E.Broad St. Murfreesboro, TN

Interpretive Signage Package

Date:04-01-04

Birds
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31/2in

WELD EYE HOOKTO PANEL

BOTTOM OF BIRD'S BEAK SIGN PANEL

DETAIL1
FRONT ELEVATION
SCALE 3"=1'

1/2 in EYEHOOKS & CHAIN
BOTH FRAMES
W/ 11/2in QUICK LINK

ONE-SIDED PANEL 1 1/21in

15 Ib DENSITY SIGNFOAM W/
1/4 in RELIEF RAISED
LETTERS AND 1/2in

RAISED BORDER.

LIGHT TEXTURE
BACKGROUND COLOR:
MATTHEWS MP00482

BORDER & BACKSIDE COLOR:

MATTHEWS MP13306
TEXT COLOR:
MP10224

TYPE FONT: BAKER SIGNET REG.

1in OVAL LOOP
BLACK POLYCOATED
METAL CHAIN.

NOTES:

ALL DRAWINGS ARE FOR
DESIGN INTENT ONLY.

THE CONTRACTOR SHALL BE
RESPONSIBLE FOR THE
STRUCTURAL DESIGN OF THE
MEMBERS, COMPONENTS,
AND CONNECTIONS FORTHE
SIGNS.

THE CONTRACTOR SHALL ENGAGE
A STRUCTURAL ENGINEER
LICENSED IN THE STATE OF
TENNESSEE TO CALCULATE THE
DESIGN LOADS AND PROVIDE
SIGNED AND SEALED DETAIL
DRAWINGS FOR ALL STRUCTURAL
COMPONENTS.

ALL EXPOSED ATTACHMENT
HARDWARE TO BE VANDAL
RESISTANT. ALL SIGN HARDWARE
TO BE NON-CORROSIVE AND
FINISHED TO MATCH UNLESS
OTHERWISE SPECIFIED.

Stream & Plant Community Restoration

Environmental Graphic Design

Landscape Architecture

R.ITH ENVIRONMENTAL DESIGN
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Discovery Center & Murfree Spring Wetland
502 S.E.Broad St. Murfreesboro, TN

Interpretive Signage Package

Date: 04-01-04

Birds
Removable
Sign
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Stream & Plant Community Restoration

Environmental Graphic Design

Landscape Architecture

RTH ENVIRONMENTAL DESIGN

1/4 in ROUTED ALUM. |
W/ LUMINORE FINISH BACK SHEET METAL W/
& FOAM BACKING. 1/1/2in 15 LB.HIGH
AED TO PROVIDE PATTERN. DENSITY SIGN FOAM.
FINISH ‘EDGE & BACK]

N LUMINORE.

SHWO

FOLIA 'SPIN WHEEL' |

I‘— 3ft-91/2in

CENTER SPIN WHEEL

| SPIN WHEEL
CENTER POST WELDED
| TO METAL INSECT PANEL.

CROSS BRACE SUPPORT. ‘ 1/8" SPACER
WELD TO BACK PANEL. | BETWEEN PANEL AND WHEEL.
LUMINORE FINISH. | SECURE W/ ANTI-VANDAL
FOLIA PANELTYP. | WASHER & NUT.

STUD MOUNT FLUSH

NOTES:
TO BACKING |

ALL DRAWINGS ARE FOR
DESIGN INTENT ONLY.

THE CONTRACTOR SHALL BE
RESPONSIBLE FORTHE
STRUCTURAL DESIGN OF THE
MEMBERS, COMPONENTS,
AND CONNECTIONS FORTHE
SIGNS.

R93/4in

THE CONTRACTOR SHALL ENGAGE
A STRUCTURAL ENGINEER
LICENSED IN THE STATE OF
TENNESSEE TO CALCULATE THE
DESIGN LOADS AND PROVIDE
SIGNED AND SEALED DETAIL
DRAWINGS FOR ALL STRUCTURAL
COMPONENTS.

3in SQ.ALUM.TUBE |
GROUND MOUNT.
LUMINORE FINISH. |
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Discovery Center & Murfree Spring Wetland
502 S.E.Broad St. Murfreesboro, TN

Interpretive Signage Package

ALL EXPOSED ATTACHMENT <¢—— CONCRETE FOOTING.

HARDWARE TO BE VANDAL CONTRACTOR TO COORDINATE

RESISTANT. ALL SIGN HARDWARE DETAIL 1- FRONT ELEVATION W/STRUCTURAL ENGINEER

TO BE NON-CORROSIVE AND Sign Panel FOR FOOTING SIZE. DETAIL 1- BACK ELEVATION
FINISHED TO MATCH UNLESS SCALE 3/4"=1" Sign Panel

OTHERWISE SPECIFIED. SCALE 3/4"=1'

LUMINORE FINISH:

TO BE IRON RUST LUMINORE (R),
OR APPROVED EQUAL,

W/RUST PATINA ACHIEVED W/
RUSTY RED FROM TRIPLE S
CHEMICAL COMPANY. APPLY
LIBERAL AMOUNT UNTIL THE
DESIRED OXIDATION OCCURS.
FINISH WITH MATTE CLEAR COAT.

ALL GRAPIC PANELS BY FOLIA, INC.
JONATHAN VAN HORN Date:04-01-04
888-264-6122

OR APPROVED EQUAL.
AED TO SUPPLY FOLIA, INC.
WITH ALL DIGITAL FILES

FOR PRINTING, EMBEDMENT Insects
AND ROUTING.

SIGN CONTRACTORTO
COORDINATE INSTALLATION. =




DANGEROUS
DO NOT LET
CHILDREN

—— 2ft-7in
1 ‘
anp Wl
x"-:-"""" H-.J:“ "
-\.'-ﬁ.- et et £l : s
< YouAreH
‘ o — [ -~
8ft-8in
6ft-5 in O.C.
CREDITS PANELS
5ft-0in O.C.
YOU ARE HERE PANEL

DETAIL 2 -ELEVATION
Kiosk
SCALE 1"=1'

41/2in X 3/8in STEEL

'HELIX' FORMS.ROLL OR

HAND FORM IN SPIRAL.

GRIND ALL EDGES SMOOTH CONT.
PREP.AND POWDERCOAT PER SPECS.
MATTHEWS COLOR: MP10224

3/4in DIA.STEEL RODS.
WELD TO 'HELIX' FORMS.
COLOR:MP10224

OPTIONAL CENTER ROD.
IF NEEDED FOR SUPPORT.
1in DIA. PAINT TO MATCH.

<—— 24inX36in X 1/2in OVAL FOLIA PANEL.

STUD MOUNT FLUSH TO BRACKETS
SIGN CONTRACTORTO PROVIDE
MOUNTING TEMPLATE TO FOLIA
FOR THREADED INSERTS POSITION.

A STUD MOUNT FLUSH TO STRUCTURE.
SIGN CONTRACTORTO PROVIDE
MOUNTING TEMPLATE TO FOLIA.
QUANTITY TWO (2). LOCATE ON FRONT
AND BACK OF KIOSK.

3ft-5inO.C.
WETLANDS PANEL

——— HAND PLACE NATIVE LIMESTONE
ROCKS SIZE- 8 in min.IN RANDOM
PATTERN AROUND BASE OF KIOSK
TO CREATE APPEARANCE OF KIOSK
EMERGING FROM THE ROCK. SEE
CONCEPT 1/C-14

FINISHED GRADE

<«¢—— CONCRETE FOOTING.
DESIGN PER STRUCTURAL
ENGINEER'S SPECIFICATION.

—— 7in DIAX 1/2 in FOLIA 'WARNING' PANEL.

PAVEMENT — >
LANDSCAPE BED \ g\
KIOSK , »”)
PLAN VIEW
Kiosk Location One
SCALE 1/16"=1"
LANDSCAPE BED
KIOSK

DETAIL 1 -PLAN VIEW
Kiosk Location Two
SCALE NTS

DETAIL 3 -PLAN VIEW
Kiosk
SCALE 1"=1'

Concept
SCALE NTS

NOTES:

ALL DRAWINGS ARE FOR
DESIGN INTENT ONLY.

THE CONTRACTOR SHALL BE
RESPONSIBLE FOR THE
STRUCTURAL DESIGN OF THE
MEMBERS, COMPONENTS,
AND CONNECTIONS FORTHE
SIGNS.

THE CONTRACTOR SHALL ENGAGE
A STRUCTURAL ENGINEER
LICENSED IN THE STATE OF
TENNESSEE TO CALCULATE THE
DESIGN LOADS AND PROVIDE
SIGNED AND SEALED DETAIL
DRAWINGS FOR ALL STRUCTURAL
COMPONENTS.

ALL EXPOSED ATTACHMENT
HARDWARE TO BE VANDAL
RESISTANT. ALL SIGN HARDWARE
TO BE NON-CORROSIVE AND
FINISHED TO MATCH UNLESS
OTHERWISE SPECIFIED.

ALL GRAPHIC PANELS BY FOLIA, INC.
JONATHAN VAN HORN
888-264-6122

OR APPROVED EQUAL.

AED TO SUPPLY FOLIA, INC.

WITH ALL DIGITAL FILES

FOR PRINTING, EMBEDMENT

AND ROUTING.

SIGN CONTRACTORTO
COORDINATE INSTALLATION.

L- BRACKETS AS REQUIRED
FOR PANEL STABILITY.
WELD TO HELIX STRUCTURE.
PAINT TO MATCH.

VANDAL RESISTANT SCREWS
WITH CONCEALED THREADED
INSERTS IN BACK OF FOLIA PANEL.

615-385-0112-0FF/FAX
615-477-9469-CELL
storation

ironmental.com
onmental.com

CAROL ASHWORTH, ASLA
RTH ENVIRONMENTAL DESIGN
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Discovery Center & Murfree Spring Wetland
502 S.E.Broad St. Murfreesboro, TN

Interpretive Signage Package

Date:04-01-04

Information
Kiosk

C-14




10in H DIMENSIONAL LETTERS.

< 19ft-31/2in TYP. . MOUNT TO TOP OF WALL.
COLUMN SEE DETAIL 3/ C-15a
- i 101/2inW
13ft-11/2i —Dl <_X6|nDTYP A T E R T

MATCHLINEAl

.|

—«!‘ ‘:\1 r'\» JISS

a— -_— Yy N a— b = — e -~

OVERALL LENGTH OF EXISTING CONCRETE WALL- 176 ft-4in
GRAY SKIM COAT FINISH

2 ft MAX.H.EVERGREEN SHRUBS- N.I.C.

MATCHLINE A

B G

* ok ok ok ok ok ok k

-

e, e _Was. _Wae. e _Was _ e et | | S
BLUE & GRAY GREEN 'WAVES' TO BE PERMA CRETE
APPLIED TO EXISTING CONCRETE WALL.

1/4 in ROUTED ALUM.W/ LUMINORE FINISHTYP.
COLOR: BLUE -7222T FRESCO BLUE GRAYGREEN- 162A TEMPEST SEA STUD MOUNT TO EXISTING WALL.
AED TO PROVIDE DIGITAL PATTERN FOR WAVES. RAISED STANDOFF MOUNTING 2 in.
GRAY 'SWIRL' TO BE PERMA CRETE POSITION AS SHOWN.
MATCH- APPLIED TO EXISTING CONCRETE COLUMN. AED TO PROVIDE ROUTING PATTERN.
| AED TO PROVIDE DIGITAL PATTERN FOR SWIRL <t 14ft-111/2in

LINEB COLOR:4224T LIBERTY GRAY

5ft-0in

4o D 9 L

FOLIA PANELS TYP.
DETAIL1 -ELEVATION FOR POSITION ONLY. NOTES:
Concept ALL DRAWINGS ARE FOR ALL EXPOSED ATTACHMENT
bt STEEL CABLE MOUNTING DESIGN INTENT ONLY. HARDWARE TO BE VANDAL
SCALE 1/4"=1 THE CONTRACTOR SHALL BE RESISTANT. ALL SIGN HARDWARE
SYSTEM FOR PANELS. RESPONSIBLE FOR THE TO BE NON-CORROSIVE AND
SEE DETAILS 1 & 2 SHEET C-15a STRUCTURAL DESIGN OF THE FINISHED TO MATCH UNLESS
MEMBERS, COMPONENTS, OTHERWISE SPECIFIED.
AND CONNECTIONS FORTHE
SIGNS.

THE CONTRACTOR SHALL ENGAGE
A STRUCTURAL ENGINEER
LICENSED IN THE STATE OF
TENNESSEE TO CALCULATE THE
DESIGN LOADS AND PROVIDE
SIGNED AND SEALED DETAIL
DRAWINGS FOR ALL STRUCTURAL
COMPONENTS.

—— HISTORY WALL

DETAIL 2- PLAN VIEW
Site Location
SCALE NTS

LUMINORE FINISH:

TO BE IRON RUST LUMINORE (R),
OR APPROVED EQUAL,

W/RUST PATINA ACHIEVED W/
RUSTY RED FROMTRIPLE S
CHEMICAL COMPANY. APPLY
LIBERAL AMOUNT UNTIL THE
DESIRED OXIDATION OCCURS.
FINISH WITH MATTE CLEAR COAT.

ALL GRAPIC PANELS BY FOLIA, INC.

JONATHAN VAN HORN
888-264-6122

OR APPROVED EQUAL.

AED TO SUPPLY FOLIA, INC.
WITH ALL DIGITAL FILES

FOR PRINTING, EMBEDMENT
AND ROUTING.

SIGN CONTRACTORTO
COORDINATE INSTALLATION.

9469-CELL
Restoration

615-385-0112-0FF/FAX
sign

615-
carol@ashworthenvironmental.com

CAROL ASHWORTH, ASLA
T www.ashworthenvironmental.com

ORTH ENVIRONMENTAL DESIGN

Discovery Center & Murfree Spring Wetland
For U.S. Army Corps of Engineers, Nashville, TN

502 S.E.Broad St. Murfreesboro, TN

Interpretive Signage Package

Date: 04-01-04

History Wall

C-15




EXISTING CONCRETE EXTERIOR WALL COLUMNTYP. SEE 3/C-15a FOR MOUNTING MATCHLINE A
/ v k1 ftocyp. O N T H Wy A T E R ! S
L 4 . || | 1fe-oin | [ 1ft-0in .
1ft-9 in 1 Y- 9 [in
— | i Lo
T .==::»§>._BS-\.-. !;'.:';.:_'- : I : “ﬁ\»_ T oI
6ft{0in \,w‘@‘l =s=— I{»“@
Y
«— 6t-0in —p —»  |leifi-ain —»| le—sin —»| a4 in
MATCHLINE A

D 6 v

k]

v

MATCHLINE B

1ft-0in

T

1ft-9 i+

TIF_”— e

1ft-0in

F

|<_

MATCHLINE B

7ft-4in

'

—>| - 4ft-3in—>|

-

5ft-6in  —P»

v

BRI

l-‘—g\gﬂ?—.‘%

| 1ft-0in

1ft-9 in

N

| | 1ft-0in

|

=

DETAIL1 -ELEVATION
Cable & Panels
SCALE 1/4"=1"

NOTE:

CABLE SYSTEM BY
STAND OFF SYSTEMS
775-829-7272
JOANNE

OR APPROVED
EQUAL. CAP 9 W/SIDE
SECURITY FEATURE

PULLY HOLDER-
WS:PHF

DETAIL 2- SECTION &WS:PHM

Panel Mounting

2in

} -] b2

|<— 6ft-7in —>| |<— 8ft-10in

LI

T

VARIES

>

2in

g

-

— GRAPHIC PANEL

— EZ:AC125

EXISTING
RETAINING
WALL

—T_

10 in

4

1/8in
NON-RUST CABLE

TURNBUCKLE-
EZ:ATW125 MODIFIED W/
SWAG/CRIMP FITTING

WALL MOUNT BRACKET-WS:WMBL

SCALE 1/2"=1"

SCALE 1"=1"

DETAIL 3- FRONT ELEVATION
Dimensional Letter Mounting

FOR POSITION ONLY.

\— FOLIA PANELSTYP. |

'<—5ft—1 in

CABLE MOUNTING SYSTEM FOR PANELS.

SEE 2/C-15a

10inHX11/2inD
FABRICATED ALUM.
CHANNEL LETTER.
1/4 in FACEW/

1/8 in RETURNS
BRUSHED ALUM.
FINISH.

TOP OF WALL

NOTE:

FONT IS MYRIAD
ROMAN. ALL CAPS.
AED WILL

SUPPLY VECTOR
FILE IF NEEDED.

—>>

|<—2 in FROM FRONT OF WALL

LETTER

ANGLE BRACKET
AS NEEDED
FOR SUPPORT.

4 in RETURN

AT BASE OF FACE.
STUD MOUNTTO
EXISTING WALL.

SIDE VIEW

NOTES:

ALL DRAWINGS ARE FOR
DESIGN INTENT ONLY.

THE CONTRACTOR SHALL BE
RESPONSIBLE FORTHE
STRUCTURAL DESIGN OF THE
MEMBERS, COMPONENTS,
AND CONNECTIONS FORTHE
SIGNS.

THE CONTRACTOR SHALL ENGAGE
A STRUCTURAL ENGINEER
LICENSED IN THE STATE OF
TENNESSEE TO CALCULATE THE
DESIGN LOADS AND PROVIDE
SIGNED AND SEALED DETAIL
DRAWINGS FOR ALL STRUCTURAL
COMPONENTS.

ALL EXPOSED ATTACHMENT
HARDWARE TO BE VANDAL
RESISTANT. ALL SIGN HARDWARE
TO BE NON-CORROSIVE AND
FINISHED TO MATCH UNLESS
OTHERWISE SPECIFIED.

ALL GRAPIC PANELS BY FOLIA, INC.
JONATHAN VAN HORN
888-264-6122

OR APPROVED EQUAL.

AED TO SUPPLY FOLIA, INC.

WITH ALL DIGITAL FILES

FOR PRINTING, EMBEDMENT

AND ROUTING.

SIGN CONTRACTOR TO
COORDINATE INSTALLATION.

9469-CELL

Restoration

615-385-0112-0FF/FAX

CAROL ASHWORTH, ASLA

WORTH ENVIRONMENTAL DESIGN
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Discovery Center & Murfree Spring Wetland
502 S.E.Broad St. Murfreesboro, TN

Interpretive Signage Package
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Date: 04-01-04

History Wall

C-15a
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9469-CELL

615
615-

al Graphic Design

FOLIA PANEL & FRAME SEE 2/C-16
/ FIELD LOCATE
'4 4ft-0in »‘ '47 2ft-0in WITH OWNER'S

APPROVAL.

Landscape Architecture

éﬂH ENVIRONMENTAL DESIGN

¢ CAROL ASHWORTH, ASLA

SHWO

-~ - ‘«@——  CMUBASEW/RANDOM PATTERN
- LIMESTONE FACING.

TO MATCH ENTRY SIGN BASE.
STRUCTURAL ENGINEERTO

SIZE FOOTING.

BACKUP MATERIAL

4 in FIELDSTONE VENEER
RANDOM PATTERN

3ft-6in

REINFORCED CONCRETE
STEPS.BROOM FINISH.
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6in

T LTy

A LT

SECTION NOTES:
FRONT VIEW SIDEVIEW 1/4 in ROUTED ALUM.W/ LUMINORE FINISH ALL DRAWINGS ARE FOR

ROUTED ANIMALS - 2ft-0in — | \____ STEPSTOONESIDE RACCOON, MOCKINGBIRD & 3 LADYBUGS. DESIGN INTENT ONLY.
NO STEPS THIS SIDE FOR SMALL CHILDREN STUD MOUNT FLUSH TO STONE FACING OF BASE B AT OR STIALL BE
FOR WHEELCHAIR ACCESS. POSITION AS SHOWN. STRUCTURAL DESIGN OF THE
DETAIL 1 -ELEVATION MEMBERS, COMPONENTS,
. . AND CONNECTIONS FORTHE
TN Icons Interpretive Station SIGNS.
SCALE 1"=1'

THE CONTRACTOR SHALL ENGAGE
A STRUCTURAL ENGINEER
LICENSED IN THE STATE OF
TENNESSEE TO CALCULATE THE
DESIGN LOADS AND PROVIDE
SIGNED AND SEALED DETAIL

4ft-4in DRAWINGS FOR ALL STRUCTURAL
COMPONENTS.
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Discovery Center & Murfree Spring Wetland
502 S.E.Broad St. Murfreesboro, TN

Interpretive Signage Package

4ft-0in ALL EXPOSED ATTACHMENT
HARDWARE TO BE VANDAL
VANDAL RESISTANT BOLTS N Y - RESISTANT. ALL SIGN HARDWARE
TO BE NON-CORROSIVE AND
FINISHED TO MATCH UNLESS
OTHERWISE SPECIFIED.

1/4 in ALUM.'FRAME' LUMINORE FINISH
1/4 in FOLIA PANEL

1/4 in ALUM.BACK PLATE.
STUD MOUNT INTO
STONE SIGN BASE.

LUMINORE FINISH:

TO BE IRON RUST LUMINORE (R),
OR APPROVED EQUAL,

W/RUST PATINA ACHIEVED W/
RUSTY RED FROMTRIPLE S
CHEMICAL COMPANY. APPLY
LIBERAL AMOUNT UNTIL THE
DESIRED OXIDATION OCCURS.
FINISH WITH MATTE CLEAR COAT.

2 in OVERHANG 2ft-0in

<@¢—— STONE SIGN BASE Date: 04-01-04

ALL GRAPIC PANELS BY FOLIA, INC.
JONATHAN VAN HORN

888-264-6122
DETAIL 2 -SECTION S OR APPROVED EQUAL. Tennessee

. . AEDTO SUPPLY FOLIA, INC.
?gfﬁaﬂgliﬁame Mounting DETAIL 3 -PLAN VIEW BOLTS WITH ALL DIGITAL FILES Icons

Panel and Frame FOLIA GRAPHIC PANEL FOR PRINTING, EMBEDMENT

w_q1 AND ROUTING.
SCALET'=1 RADIUS CORNER 1 in SIGN CONTRACTORTO C_ 1 6
COORDINATE INSTALLATION.
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